
















TÜV Rheinland

s o u r c e  o f  s o l u t i o n s

®bedra

b e d r a ® c u s t o m i z e d q u a l i t y

Self-sufficiency in development, 
production and processing at Berkenhoff

Berkenhoff GmbH is one of the few suppliers who
are in a position to engineer, produce, check and
supply filler metals – from melting to cladding and
in a variety of alloys – certified acc. to DIN EN ISO
9001: 2000, completely from a single source. 
The entire bedra® alloy spectrum is always and
without exception melted from virgin metals. This
also applies to special alloys in large-scale pro-
duction! Process self-sufficiency is our com-
petitive edge and your quality advantage.

Berkenhoff’s standard is:
Competitiveness for customers’ success!

The name Berkenhoff, quality seal under the
corporate trademark bedra® – source of solutions –
stands for a sophisticated range of filler metals. 
Ask for certifications! – Wire solutions for the
business units of spark erosion, electronics,
medical technology and “wire specials” are added.
Competitiveness and global serviceability are 
assured by online purchasing, permanent process
optimization, prompt sample service, patents,
approvals and product developments in cooperation
with the technical departments of our customers,
and by organizing workshops with dealers and
endusers.

Certified acc. to
ISO 9001:2000
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wire    solut ions  for    welding technology
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bedrabox/Drums

bedrabox

Wire diameter:
0.80–1.60 mm

Wire diameter in inch:
.030"–.063"

Filling weight:
200 kg or 400 kg
450 lbs or 880 lbs

Remarks:
layer wound

Drums

Wire diameter:
0.80–1.60 mm

Wire diameter in inch:
.030"–.063"

Filling weight:
200–400 kg
450–880 lbs

Remarks:
special diameters and winding
on request

Coils

Wire diameter:
1.60 mm–6.00 mm 
.063"–.250"
depending on quality

Weight:
30–100 kg / 66–220 lbs
depending on quality and
diameter

Outer diameter:
450–600 mm /
17.72" - 23.62" inch
depending on quality and
diameter

Inner diameter:
350–450 mm / 
13.78" - 17.72" inch
depending on quality and
diameter

Remarks:
special diameters on request

Rods

Wire diameter:
1.00 mm .030"
1.60 mm .035"
2.00 mm .045"
2.40 mm .063"
3.00 mm .094"
4.00 mm .125"
5.00 mm .250"
6.00 mm 

Length:
350 mm–1000 mm 
14"–36"

Remarks:
special diameters on request;
cut without burrs;
rod identification possible by
flat stamping

Packing

Spools:
foil bags with silicagel
in cardboard boxes 

Rods: 
cardboard boxes: 5 kg / 11 lbs; 
10 kg / 22 lbs; 25 kg / 55 lbs 

Coils:
paper wrapping possible
on request

Remarks:
special packaging on request

Berkenhoff GmbH Phone +49 (0) 6 41-601-0
Berkenhoffstrasse 14 Fax +49 (0) 6 41-601-222
D-35452 Heuchelheim e-mail: 
www.berkenhoff.de info@tks-bedra.thyssenkrupp.com

Subject to 
technical modifications.

Spools

Wire diameter:
0.80 mm .030"
0.90 mm .035"
1.00 mm .045"
1.20 mm .063"
1.60 mm .094"
2.00 mm .125"
2.40 mm .250"

Type: DIN 200
Dimensions:
Core: 105 mm / 4.13 inch
Flange: 200 mm / 7.87 inch
Bore: 51.5 mm / 2.03 inch
Filling weight:
5 kg / 11 lbs

Type: DIN 300 (ABS)
Dimensions:
Core: 212 mm / 8.35 inch
Flange: 300 mm / 11.8 inch
Bore: 51.5 mm / 2.03 inch
Filling weight:
12–15 kg / 26–33 lbs
layer wound

Type: K 300 wire basket
Dimensions:
Core: 212 mm / 8.35 inch
Flange: 300 mm / 11.8 inch
Bore: 188 mm / 7.40 inch
Filling weight:
12–15 kg / 26–33 lbs
layer wound
Particularity:
for adapter

Type: BS 300
Dimensions:
Core: 212 mm / 8.35 inch
Flange: 300 mm / 11.8 inch
Bore: 52 mm / 2.05 inch
Filling weight:
12–15 kg / 26–33 lbs
layer wound
Particularity:
wire basket 

Type: D 500 H wooden spool
Dimensions:
Core: 250 mm / 9.84 inch
Flange: 500 mm / 19.69 inch
Bore: 127 mm / 5.0 inch
Filling weight:
approx. 150 kg / 330 lbs

Remarks: special diameters
and spool types on request




